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Today's HTTP carries Web interactions over client-initiated TCP connections. An important 
implication of using this transport method is that interception caches in the network 
violate the end-to-end principle of the Internet, which severely limits deployment ... 

Keywords: HTTP protocol, interception caching, internet, web performance 



28 x - N ^ N 

Violeta Gambiroza, Bahareh Sadeghi, Edward W. Knightly 

September 2004 MobiCom '04: Proceedings of the 10th annual international conference on 
Mobile computing and networking 

Publisher: ACM 

Full text available: =@ • r ^ 4* KB; Additional lnformation: ^ ; ^ Terences, cited by, index 

Bibliometrics: Downloads (6 Weeks): 23, Downloads (12 Months): 259, Citation Count: 12 
Wireless IEEE 802.1 1 networks in residences, small businesses, and public "hot spots" 
typically encounter the wireline access link (DSL, cable modem , T1 , etc.) as the slowest 
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In this paper we present a peer-to-peer dialup architecture for accelerated "Internet 
access" in the developing world. Our proposed architecture provides a mechanism for 
multiplexing the scarce and expensive international Internet bandwidth over higher ... 
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In this paper we study the statistics of the realized throughput of elastic document 
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In this paper we study the statistics of the realized throughput of elastic document 
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As computer systems become increasingly mission-critical, used in life-critical situations, 
and relied upon to protect intellectual property, operating-system reliability is becoming 
an ever growing concern. In the past, mission- and life-critical embedded ... 
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time to transfer data over the Internet, and think time for interpreting the results ... 
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Although redundancy in model specification generally has negative connotations, we offer 
arguments for revising those convictions. Defining "representational redundancy" as the 
inclusion of any symbols not required to fulfill the study objectives, ... 
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Wireless links have intrinsic characteristics that affect the performance of transport 
protocols; these include variable bandwidth, corruption, channel allocation delays, and 
asymmetry. In this paper we review simulation models for cellular, WLAN and ... 
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Popular content is frequently replicated in multiple servers or caches in the Internet to 
offload origin servers and improve end-user experience. However, choosing the best 
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The emergence of wireless and personal communication networks has brought random 
access protocols for packet radio networks back to the research forefronts. Most such 
protocols are based on the ever popular ALOHA protocol. Unfortunately, this protocol ... 
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